




ATTACH THE MOUNTING
PLATE TO THE WALL

B3.

• Read the instructions on the TOP CABINET
TEMPLATE.

• Tape it underneath the top cabinet.
• Drill the holes, following the instructions on the

TOP CABINET TEMPLATE.
CAUTION:Wear safety goggles when drilling holes 
in the cabinet bottom.

Wall

Mounting
Plate

Spacing for Toggles More
Than Wall Thickness

Toggle 
Bolt

Toggle Wings

To use toggle bolts:

Bolt End

Installation Instructions

Attach the plate to the wall using toggle bolts. 
At least one wood screw must be used to attach 
the plate to a wall stud.

Remove the toggle wings from the bolts. 

Insert the bolts into the mounting plate through
the holes designated to go into drywall and reattach
the toggle wings to 3⁄4″(19 mm) onto each bolt. 

1
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Place the mounting plate against the wall and
insert the toggle wings into the holes in the wall 
to mount the plate.

NOTE: Before tightening toggle bolts and wood
screw, make sure the bottom of the mounting plate
touch the bottom of the cabinet when pushed flush
against the wall and that the plate is properly
centered under the cabinet.
CAUTION:Be careful to avoid pinching fingers
between the back of the mounting plate and the wall.

Tighten all bolts. Pull the plate away from the wall
to help tighten the bolts.
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ADAPTING MICROWAVE
 AIR DIRECTOR FOR OUTSIDE
BACK EXHAUST 

B5.

Forward
Openings Facing 

Carefully pull out the air director.

Before: 

USE TOP CABINET TEMPLATE
FOR PREPARATION OF TOP 
CABINET

B4.

You need to drill holes for the top support screws and
a hole large enough for the power cord to fit through.

3
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Air Director

Rotate the air director counterclockwise 180°

Before Rotation After Rotation

Back of mircrowave

Knockout Plates:
Snip all 4 webs on 
each knockout panel 
and remove the metal 
knockouts for rear airflow. 
Please take care to 
remove any sharp edges 
created from removing 
the knockout plates.

with snips. (For some models)
  Remove the knockout plates in the back of the unit 



ADAPTING MICROWAVE
BLOWER FOR OUTSIDE
BACK EXHAUST (cont.) 

B5.

Installation Instructions

4
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Place the air director back into the opening. 

AFTER: Air Director
Openings Facing Back

Secure the blower plate to the microwave with
the original screw.

Attach the exhaust adaptor to the rear of the
oven by sliding it into the guides at the top
center of the back of the oven.

Push in securely until it is in the lower locking
tabs. Take care to assure that the damper hinge
is installed so that it is at the top and that the
damper swings freely.

Guide

Guide

Adaptor

Locking Tabs

Back of 
Microwave

Back of 
Microwave

  
Blower Plate

Cover Plate



Attach the microwave oven to the top cabinet.

Installation Instructions

3

MOUNT THE MICROWAVE
OVEN

B6.

FOR EASIER INSTALLATION AND PERSONAL
SAFETY, WE RECOMMEND THAT TWO PEOPLE
INSTALL THIS MICROWAVE OVEN. 

NOTE: If your cabinet is metal, use the nylon
grommet around the power cord hole to prevent
cutting of the cord.
NOTE: We recommend using filler blocks if the 
cabinet front hangs below the cabinet bottom shelf.

IMPORTANT: If filler blocks are not 
used, case damage may occur from
overtightening screws.

Insert a self-aligning screw through top center 
cabinet hole. Temporarily secure the oven by 
turning the screw at least two full turns after the
threads have engaged. (It will be completely
tightened later.) Be sure to keep power cord
tight. Be careful not to pinch the cord, especially
when mounting flush to bottom of cabinet.
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Cabinet Front

Cabinet Bottom Shelf

Tighten the outer two screws to the top of the
microwave oven. (While tightening screws, hold
the microwave oven in place against the wall and
the top cabinet.)

Filler Block

Microwave Oven Top

Equivalent
to Depth 
of Cabinet
Recess

Insert 2 self-aligning screws
through outer top cabinet
holes. Turn two full turns on
each screw.

packed with the microwave.

Self-Aligning Screw

4

NOTE: When mounting the
microwave oven, thread
power cord through hole in
bottom of top cabinet. Keep
it tight throughout Steps
1–3. Do not pinch cord or
lift oven by pulling cord.

Lift microwave, tilt it
forward, and hook
slots at back bottom
edge onto four lower
tabs of mounting
plate.

1
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IMPORTANT: Remove the cardhoard spacers between
heat shield and door.

IMPORTANT: Do not grip or use the handle
or heat shield during installation. Do not 
remove the cardboard spacers between the 
heat shield and door.
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2 Rotate front of oven
up against cabinet 
bottom.



Place the mounting plate against the wall and
insert the toggle wings into the holes in the wall 
to mount the plate.

NOTE: Before tightening toggle bolts and wood
screw, make sure the bottom of the mounting plate
touch the bottom of the cabinet when pushed 
flush against the wall and that the plate is properly
centered under the cabinet.
CAUTION:Be careful to avoid pinching fingers
between the back of the mounting plate and the wall.

Tighten all bolts. Pull the plate away from the wall
to help tighten the bolts.
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ATTACH THE MOUNTING
PLATE TO THE WALL

Attach the plate to the wall using toggle bolts. 
At least one wood screw must be used to attach 
the plate to a wall stud.

Remove the toggle wings from the bolts. 

Insert the bolts into the mounting plate 
through the holes designated to go into drywall
and reattach the toggle wings to 3⁄4″(19 mm) onto
each bolt. 

1

INSTALLATION OVERVIEW
Attach Mounting Plate to Wall
Prepare Top Cabinet

Mount Microwave Oven
Adjust Exhaust Adaptor

Wall

Mounting
Plate

Spacing for Toggles
More Than Wall
Thickness

Bolt End

Toggle 
Bolt

Toggle Wings

To use toggle bolts:

Installation Instructions

2

OUTSIDE TOP EXHAUST (Vertical Duct)

IMPORTANT NOTES:
• Make sure the screws for the 

blower motor and blower plate 
are securely tightened when 
they are reinstalled. This will 
help to prevent excessive 
vibration.

• Make sure the motor wiring has 
been properly routed and secured, 
and that the wires are not pinched.

. Connect Ductwork

Check Damper Operation

Adapting Microwave Blower for 
Outside Top Exhaust

C

C2.
C1. 

C3.

C4.

C6.
C5.

C7

C1.
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3/8" TO EDGE
NOTE: IT IS VERY IMPORTANT TO

READ AND FOLLOW THE DIRECTIONS

IN THE INSTALLATION INSTRUCTIONS

BEFORE PROCEEDING WITH THIS

REAR WALL TEMPLATE.

This Rear Wall Template serves to position the bottom

mounting plate and to locate the horizontal exhaust

outlet.
1. Use a level to check that the template is positioned

    accurately.
2. Locate and mark at least one stud on the left or

    right side of the centerline.

It is important to use at least one wood

screw mounted firmly in a stud to support the weight

of the microwave. Mark two additional, evenly spaced

locations for the supplied toggle bolts.

3. Drill holes in the marked locations. Where there is

    a stud, drill a 3/16" hole for wood screws. For holes

    that do not line up with a stud, drill 5/8" holes for

    toggle bolts.
DO NOT INSTALL THE MOUNTING PLATE

AT THIS TIME.
4. Remove the template from the rear wall.

5. Revie htw e Installation Instruction book for your

    installation situation.

Locate and mark holes to align with holes in the

mounting plate.

IMPORTANT:

LOCATE AT LEAST ONE STUD ON EITHER SIDE OF

THE CENTERLINE.

MARK THE LOCATION FOR 2 ADDITIONAL, EVENLY

SPACED TOGGLE BOLTS IN THE MOUNTING PLATE

AREA.

Locate and mark holes to align with holes in the

.etalpgnitnuom
IMPORTANT:

LOCATE AT LEAST ONE STUD ON EITHER SIDE OF

THE CENTERLINE.

MARK THE LOCATION FOR 2 ADDITIONAL, EVENLY

SPACED TOGGLE BOLTS IN THE MOUNTING PLATE

AREA.

Trim the rear wall template along the dotted line. 

Trim the rear wall template along the dotted line.

12"

4"

Darle vuelta a la hoja para consultar la

versión en Español.



USE TOP CABINET TEMPLATE
FOR PREPARATION OF TOP
CABINET

You need to drill holes for the top support screws, a
hole large enough for the power cord to fit through,
and a cutout large enough for the exhaust adaptor.

• Read the instructions on the TOP CABINET 
TEMPLATE.

• Tape it underneath the top cabinet.
• Drill the holes, following the instructions on the

TOP CABINET TEMPLATE.

CAUTION:Wear safety goggles when drilling holes
in the cabinet bottom.

Installation Instructions

Remove the screw that holds the blower plate 
to the microwave. Remove the cover plate.
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ADAPTING MICROWAVE
AIR DIRECTOR FOR OUTSIDE
TOP EXHAUST

3

C2.

C3.

EN-20

Back of
Microwave

Blower Plate

Cover Plate

Forward
Openings Facing 

Carefully pull out the air director.

Before: 

Air Director

Rotate the air director counterclockwise 180°

Before Rotation After Rotation

4 Place the air director back into the opening. 

AFTER: Air Director
Openings Facing Back

Replace blower plate with the screw removed in
Step 1. Make sure the screw is tight.

Back of
Microwave

5



3

MOUNT THE MICROWAVE
OVEN

FOR EASIER INSTALLATION AND PERSONAL
SAFETY, WE RECOMMEND THAT TWO PEOPLE
INSTALL THIS MICROWAVE OVEN. 

NOTE: If your cabinet is metal, use the nylon 
grommet around the power cord hole to prevent 
cutting of the cord.
NOTE: We recommend using filler blocks if the 
cabinet front hangs below the cabinet bottom shelf.

IMPORTANT: If filler blocks are 
not used, case damage may occur from 
overtightening screws.

Insert a self-aligning screw through top center 
cabinet hole. Temporarily secure the oven by 
turning the screw at least two full turns after the
threads have engaged. (It will be completely
tightened later.) Be sure to keep power cord
tight. Be careful not to pinch the cord, especially
when mounting flush to bottom of cabinet.

NOTE: When mounting the
microwave oven, thread
power cord through hole in
bottom of top cabinet. Keep
it tight throughout Steps
1–3. Do not pinch cord or
lift oven by pulling cord.

Lift microwave, tilt it
forward, and hook
slots at back bottom
edge onto four lower
tabs of mounting
plate.

1

CHECK FOR PROPER
DAMPER OPERATION

Exhaust AdaptorBlower Plate

Damper

Back of
Microwave

• Make sure tape securing damper is removed and
damper pivots easily before mounting microwave.

• You will need to make adjustments to assure proper
alignment with your house exhaust duct after the
microwave is installed.

ADAPTING MICROWAVE
BLOWER FOR OUTSIDE
TOP EXHAUST

6

Back of
Microwave

Guide

Adaptor

Locking Tab

damper swings freely.

Attach the exhaust adaptor to the top of the
blower plate by sliding it into the guides of the 
blower plate.

Push in securely until it is in the locking tabs. 
Take care to assure that the damper hinge is 
installed so that the

.

.

Installation Instructions

IMPORTANT: Do not grip or use the handle
or heat shield during installation. Do not 
remove the cardboard spacers between the 
heat shield and door.

C3.

C4

C5

 (cont.)
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2 Rotate front of oven
up against cabinet 
bottom.



4 Attach the microwave oven to the top cabinet.

8

7

Cabinet Front

Cabinet Bottom Shelf

Tighten the outer two screws to the top of the
microwave oven. (While tightening screws, hold
the microwave oven in place against the wall and
the top cabinet.)

Filler Block

Microwave Oven Top

Equivalent 
to Depth 
of Cabinet
Recess

Insert 2 self-aligning screws
through outer top cabinet
holes. Turn two full turns on
each screw.

Install grease filters. See the Use  Care
packed with the microwave.

Installation Instructions

ADJUST THE EXHAUST
ADAPTOR

Open the top cabinet and adjust the exhaust adaptor
to connect to the house duct.

Back of 
Microwave

For Front-to-Back or 
Side-to-Side Adjustment,
Slide the Exhaust Adaptor
as Needed

Blower Plate Damper

Self-Aligning Screw

5

MOUNT THE MICROWAVE
OVEN (cont.)

CONNECTING DUCTWORK

1

2

Extend the house duct down to connect to
the exhaust adaptor. 

furnanceSeal exhaust duct joints using duct tape
for high temperature applications.

C5. C6.

C7.

EN-22

  &    and 

House Duct



Remove all packing material from the 
microwave oven.

2.

Make sure the microwave oven has been
installed according to instructions.1.

BEFORE YOU USE YOUR MICROWAVE

Ensure proper
ground exists
before use

INST
ALLA

TION

INST
RUCT

IONS

3.

Installation Instructions

.ytivac ni yarts salgdn a gnirInstall turntable 

4.

KEEP INSTALLATION INSTRUCTIONS
FOR THE LOCAL INSPECTOR’S
USE.

7.

6.

INST
ALLA

TION

INST
RUCT

IONS

MANU
ALUSE

   C
ARE&

PRODUCT 

CARD

Read the Manual.&

REGISTRATION

USE CARE

Replace house fuse or turn breaker back on. 5.

FILL OUT PRODUCT REGISTRATION CARD.8
AN SEND IN.

Plug power cord into a seperate and dedicated 
15- to 20-amp electrical outlet.
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